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NOMENCLATURE

Rotor thrust coefficient
Elemental surface (m2)
Elemental volume (m3)
Gravity induced body forces per unit mass (m/sec?)

Impulsive force function; x is the argument. Quantifies impulsive force due to vortex-
driven flow crossing the dlipstream shear layer.

Number of rotor blades

Normal vector to control surface, used in vorticity conservation surface integrals
(positive radially outward)

Static pressure (N/m2)

Static pressure component due to quasi-steady vortex-dominated flow (N/m2)

Static pressure component due to flow with unsteady, non-vortex-driven velocity
components (dominated instead by large radial and not tangential velocities
(N/m?)

Rotor radius (m)

Radial coordinate, referenced to the vortex core center (m)

Vortex coreradiusinitial value, at t = 0 (m)

Outer radial limit of derived stream function solution, where mass transfer across
slipstream shear layer ceases (m)

Time (sec)

Velocity component normal to the vortex core control volume surface element
(positive radially outward)

Rotor axial-flight freestream velocity (m/sec)
Rotor tip speed (m/sec)

Mean inflow velocity at rotor disk plane (m/sec)
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Rotor dipstream velocity in the far-wake, from momentum theory, vj = 2v (m/sec)

Radial velocity component, with respect to local cylindrical coordinate system with
origin at vortex core center (m/sec)

Axial velocity component, with respect to local cylindrical coordinate system with
origin at vortex core center, flow along filament length (m/sec)

Tangential velocity component, with respect to local cylindrical coordinate system
with origin at vortex center (m/sec)

Axia coordinate, along axis of vortex filament, with respect to local cylindrical
coordinate system with origin at vortex center (m)

Dirac (“delta’) function; x is the argument

Derivative of Dirac (“delta’) function, & (x) = d(&(x))/dx
Vortex filament circulation initial value, at t = 0 (m2/sec)
Kinematic viscosity (m?/sec)

Rotor rotational speed (radians/sec)

Freestream density (kg/m3)

Polar coordinate, with respect to local cylindrical coordinate system, referenced to the
vortex core center and the shear layer/dlipstream boundary (radians)

Stream function (m2/sec)

L ocalized three-dimensional contribution to the vortex tangential velocity and
vorticity, accounts for “line-sink” v flow at the shear layer boundary (m?2/sec)

.
“Mean” stream function scaler value, function of r only, where § = [/ T[(ljJ + < )de,
(m?2/sec)

Wake age (degrees)
Net required wake age for vortex filament decay/collapse (degrees)

Flow vorticity



ROTOR VORTEX FILAMENTS: LIVING ON THE SLIPSTREAM’SEDGE

Larry A. Young

Ames Research Center

SUMMARY

The purpose of this paper isto gain a better understanding of rotor wake evolution in hover and
axial flow by deriving an analytical solution for the time dependent behavior of vortex filament
circulation and core size. This solution is applicable only for vortex filaments in the rotor far-wake.

A primarily inviscid vortex/shear layer interaction (where the slipstream boundary is modeled as
ashear layer) has been identified in this analytical treatment. This vortex/shear layer interaction
results in decreasing vortex filament circulation and core size with time. The inviscid vortex/shear
layer interaction is shown, in afirst-order treatment, to be of greater magnitude than viscous diffu-
sion effects. The rate of contraction, and ultimate collapse, of the vortex filament core isfound to be
directly proportional to the rotor inflow velocity.

This new insight into vortex filament decay promises to help reconcile severa disparate observations
made in the literature and will, hopefully, promote new advances in theoretical modeling of rotor
wakes.

INTRODUCTION

Even the most sophisticated of rotor free wake analyses neglect the decay of vortex filaments in their
wake modeling. The assumption of constant vortex circulation and core size as adopted in free-wake
analysesistoo simplistic. And yet, to date, there is no new theoretical approach to replace this
constant circulation and core size assumption. This dichotomy is noted in reference 1. Most insights
into vortex filament decay have their roots in fixed-wing aerodynamics. But, as the author will
contend in this paper, application of these fixed-wing observations to rotorcraft is unjustified and
ultimately leads to erroneous conclusions.

What is not in dispute throughout the rotorcraft literature is that within three to five blade passages
well-defined vortex filament structures can not be observed by means of any flow visualization
technique. The analytical/computational treatment of the far-wake as evolving into an “ultimate”
wake is, therefore, conceptually flawed. What has been the conventional wisdom, as regards this
observed vortex filament decay in the far-wake, is that viscous diffusion effects are responsible for
the process. Various turbulent vortex models, derived from fixed-wing analytical work, have been
ad hoc modified and applied to attempt to account for, or match, the observed rotary-wing vortex



filament decay process. There has not been a fundamental re-examination of the vortex
dynamics/fluid mechanics for rotor trailed vortices.

Other than qualitative flow visualization work, there is mixed empirical evidence for the time-
dependent behavior of rotary-wing vortex filament circulation and core size. Most measurements
have been made near, or before, the first blade passage. Correspondingly, these measurements have
shown little wake age dependence of circulation and core size. Recent rotary-wing experimental
observations, encompassing a greater range of wage ages than previously studied, are starting to
appear in the literature. For example, one such study (A. Wadcock, Measurement of Vortex Strength
and Core Diameter for aModel Tiltrotor, a soon to be published NASA CR) has presented hot-wire
anemometry results that suggest that vortex circulation and core size both appear to decrease with
wake age. Thisobservation is counter to expectations based on the flow behavior of fixed-wing
trailed vortices. However, an attempt to use the wide-field shadowgraph technique, reference 2, to
measure rotor vortex core size as afunction of wake age appeared to show the opposite trend from
the Wadcock study. Reference 2 results implied that there was core size growth with wake age.
Interestingly enough, both the Wadcock study and the reference 2 work conducted their vortex core
size measurements with the same rotor/test-stand, in two different test entries. Both studies, though
promising in their technique and initial results, should be considered as very preliminary bodies of
work.

Another noteworthy set of studies for vortex circulation and core size trends with wake age is the
laser velocimetry work of references 3-5. However, though the authors of these works have made
impressive progress in their measurement techniques, they have, to date, relied upon rather simplis-
tic rotor systems that are not representative of actual aircraft. In particular, they obtained their test
results for one-bladed, low tip speed rotors. Aswill be discussed later in the paper, the geometry and
operating condition of rotor test models will have a substantial impact on the observed vortex circu-
lation and core size trends. More systematic work using realistic scaled rotor modelsis required
before empirical observations provide definitive answers to the rotary-wing vortex decay process.

What is needed, more importantly though, is afresh approach to the problem by reconsidering the
fundamental differences between atrailed vortex filament from afixed- and rotary-wing. The chief
difference between the two types of trailed vortices, besides the helical geometry of the rotor vortex
filament versus the rectilinear fixed-wing vortex, isthat the rotor vortex is not surrounded by a
uniform flow field as is the fixed-wing trailed vortex but is instead embedded in a shear layer.

It isthisflow feature, and the associated singular fluid mechanics, of avortex in a shear layer that
governs the decay process of arotor trailed vortex filament. This area of investigation (vortex/shear
layer interactions) has received very little analytical/computational work even though it would seem
to be a fundamental type of fluid flow problem deserving considerable attention.

This paper addresses the above noted oversight by developing an analytical model of vortex filament

decay that accounts for vortex/shear layer interactions and is applicable to hover and axial-flight
rotor wakes.

Thiswork is dedicated to the memory of Clara Jeannette McClelland Springer.



DESCRIPTION OF AN IDEALIZED FLOW PROBLEM AND
ITSRELATIONSHIP TO ROTOR WAKES

Figure 1 shows avortex filament in the far wake region of arotor sipstream. Sufficiently down-
stream in the far-wake, the rotor dlipstream flow is no longer accelerating and the boundary is no
longer contracting. Further, the roll-up of vortex sheets inside the rotor wake has been completed
and all vorticity is encompassed in the rotor trailed tip vortices. It isin the rotor far-wake that a
number of simplifying assumptions can be made about the dlipstream flow field, resulting in a
“idealization” of the localized environment about atrailed vortex. First of al, the influence of wake
contraction and nonuniform wake velocity profile will be neglected in this study. Further, the vortex
filament helical angle and curvature can be assumed to be small and the flow problem can be treated
as quasi-two-dimensional. Finally, the slipstream flow field is assumed uniform and the slipstream
boundary is modeled as a discontinuous shear layer.

Vortex Fil anent,
refer to Figure 2a-c
for cross-sectional
cl ose-up vi ew

Rotor D sk Sli pst ream Boundary

Figure 1. Vortex filament in the far-wake of arotor slipstream.

Figures 2(a—) illustrate the vortex filament fluid mechanics (in atwo-dimensional plane) at the
dlipstream boundary. Helmholtz's Law requires that a vortex filament generated at the rotor disk
accelerates to an equilibrium velocity of U + vj/2 along the slipstream boundary. The local cylin-
drical coordinate system choosen for the idealized flow problem tracks along with an isolated vortex
core center at thisvelocity of U + vj/2. Consequently, the velocity inside the shear layer is +vi/2,
while outside it the velocity is—vj/2. This shear layer in the idealized flow problem is prescribed,
time-invariant, and discontinuous.
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Figure 2c - Radial velocity of unit
volume of fluid just after crossing
slipstream boundary; impulsive

force results in momentum change.

Figure 2. Problem description.



Figures 2(a—) illustrate a “thought experiment” that asserts the existence of impulsive forces at the
rotor slipstream boundary. Figure 2(a) depicts a unit volume of fluid prior to crossing the slipstream
boundary, while it is still within the rotor wake proper; the unit volume has aradial velocity of +v;/2.
Figure 2(b) shows that the unit of volume of fluid, asit crosses the slipstream boundary, is subjected
to an impulsive force. Figure 2(c) depicts the unit volume of fluid after crossing the slipstream
boundary and just entering the freestream; the unit volume now has aradial velocity of —v;/2. Con-
sequently, the impulsive force applied to the unit volume of fluid asit crosses the dlipstream has
resulted in a net momentum change. This process occurs at 8 = 0, which is shown in figures 2(a—),
and isrepeated at 8 = 1t(which is not shown). Force equilibrium is thus preserved as the impulsive
force generated at 6 = 0 actsin opposition to theforce at 6 = Tt

The vortex/dipstream shear layer interaction is assumed to be primarily an incompressible, inviscid
flow phenomenon. It would seem, upon first consideration, that assuming inviscid flow while
studying vortex filament decay does not make sense. Y et, it will ultimately be shown that the
inviscid shear layer influence on vortex core size is much larger than viscous diffusion effects.

Discontinuous shear layers, whether viscous or inviscid, are unstable (refs. 6 and 7). A rotor
dlipstream, or any naturally occurring shear layer, will consequently have a finite but steep shear
flow gradient across its boundary. Nonetheless, a prescribed, time-invariant, discontinuous shear
layer isvery convenient as an idealization of arotor slipstream. Because the shear layer is pre-
scribed, and not part of the flow solution proper, the overall flow will not be subject to the
instabilities noted in reference 7.

It is the existence of these hypothesized impulsive forces, which are generated as vortical flow
crosses the shear layer boundary, that makes rotor vortex filament decay uniquely and radically
different from fixed-wing trailed vortex decay. The above thought experiment and corresponding
idealization of the flow problem invoke fairly extreme simplifying flow assumptions. And, yet, the
analytical solution of the described flow problem can and should be thought of asa*limiting case’
for more physically realistic descriptions of the vortex/shear layer interaction.

A Rankine vortex will be used to model the rotor tip vortex filamentsin this paper. The analysis will
assume that the Rankine vortex isisolated from the influence of other vortices along the slipstream
boundary. A Rankine vortex was choosen for this analysis because of the simplicity of its modeling.

SUMMARY OF THE APPLICABLE GOVERNING EQUATIONS
FOR THE DESCRIBED PROBLEM

Equations 14 are the governing equations for the vortex/shear interaction. Equation laisthe
incompressible r-momentum (cylindrical coordinate) Navier-Stokes equation. Equation 1bisa
derivative form of the r-momentum equation that has been integrated with respect to 6. Refer to
appendix A for further details of the transforming equation 1ato 1b. Equation 1c explicitly includes
the impulsive forces at 6 = 0 and 6 = 1tin the r-momentum equation.
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where F in equation lais given by
_ 10P 10
F=- 5E+gr+5—r{|[6 )+3(6 -]} (1c)

The key modeling assumptions employed in equation 1b are: the flow isinviscid; the flow is quasi-
two-dimensional such that dv, /0z = dvg/dz = dv,/dz = 0, except that dv,/0z = (1/v,)(dv,/dt) # 0
when 6 = nrt, for n=0,12,...; theradial pressure gradient is primarily due to the vortex tangential
flow pv% / r = dP/dr for 6 # nr; the impulsive force can be related to the net momentum change
across the discontinuous shear layer by
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Equation 2ais an identity that follows straightforwardly from differential calculus. Definition of the
two new parameters, () and i+, eliminates 8 from the identity. Refer to appendix B for additional
details as to the definition and application of equations 2a-b.
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Note that in equation 2b and in subsequent use in this paper, » isthe localized three-dimensional
contribution to the vortex tangential velocity and vorticity, that accounts for nonzero v; flow at the
shear layer boundary.

Equation 3aisthe general form of the vorticity conservation equation. Equation 3b is the derivative
form of the conservation equation for a control volume about the vortex core boundary. This



integro-differential equation models the entrainment of negative vorticity into the vortex core; this
negative vorticity is generated by the vortex/shear layer interactions. Refer to appendix B for details
of transforming equation 3ato 3b.
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The Y= contrlbutl onsto the vort|C|ty conservation equation can be clearly seen in equations 3a-b.
Notethat 0?(y + . ), and not 02y, are used to define the vorticity. But, alternatively, oy/08 is
used to define the vorticity convection velocity into the vortex control volume.

Equation 4ais the incompressible z-momentum (cylindrical coordinate) Navier-Stokes equation.
Equation 4b is a derivative form of the z-momentum equation. Refer to appendix C for the
assumptions and approximations employed in reducing equation 4ato 4b.
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Equations 1-4 are not dependent upon the type of finite-core vortex model employed in the analysis.
The governing equations could be applied to any vortex model such as the Rankine or the Scully
model (ref. 8).

SUMMARY AND DISCUSSION OF A SOLUTION FOR A RANKINE VORTEX
ASAPPLIED TO THE DESCRIBED PROBLEM

An analytical solution describing the decay of a Rankine vortex embedded in the shear layer of a
steady, uniform dlipstream is detailed in appendices A—C and summarized in equations 5-11 in the
main body of this paper.

The vortex/shear layer stream function () + Y« ) that satisfies equations la—c has a spiral-like
distribution in the region re <r < rq (fig. 3). This spiral-like behavior of rotor vortex filamentsis
empirically well documented in the literature (e.g., refs. 9 and 10). Flow inside the rotor slipstream



Figure 3. Stream function ({ + Y«) (egs. 5a-b).

is shown in the lower half-plane of figure 3, and the flow outside the slipstream is in the upper half-
plane. Equations 5a-b describe the vortex/shear layer stream function.

W= —%visgn(e -Tmrsin + %Tf(t)én(r)[l+ son(r - r)| + %DH—C g;(t) §[1+ son(re = 1)) §+ kr®
(58)
where
= Vi
k=21 (5b)
and
Px = —TKr Intée%[g (5¢)

Sgn(x) and Int(x) are the “signum” and “integer” functions, respectively. The constant k is
proportional to the rate that the vortex core decays; the constant v;j is the far-wake vel ocity, which
is found from simple rotor momentum theory. Refer to appendix A for the details of the stream
function derivation.

The stream function, equations 5a—c, isvalid for afinite radial region defined by



rg(t)<r < 2r\r/2k £(t)

The “finiteness’ of the applicable flow region of the stream function is very important. It
circumvents the prediction of physically unrealistic flow behavior far from the vortex core by
confirming that the vortex/shear layer interaction isa*“localized” phenomenon.

The stream function, as written in equations 5a—, is also subject to the flow constraint

(anSIipstream Flow/ar)/(aonrtex/ar) >0

This flow constraint confirms that the stream function has been written to conform to the flow
representative of rotary-wing dlipstreams and vortices. Alternatively, bluff body wakes and shed
vortices do not conform to this flow constraint. Thisissue will be discussed further later in the paper.

A consequence of the derived stream function, equations S5a—b, is that negative vorticity is generated
by the vortex/shear interaction (see eg. 6).

=L B PO, TR s - )+ Vi o(6 - (0= 10)
0= rkéb i T T8 (0 - 1) + ~1{25(8 ~ ) cos + (6 - sine)

for r>rgt) (6

Equation 6 demonstrates that just asimpulsive forces exist for avortex embedded in a discontinuous
shear layer, so does impulsive changesin vorticity. Most importantly, negative vorticity is created

at the shear layer and will be shown to be convected/entrained into the vortex core. Thisresult,
equation 6, is crucia for the discussion that follows for the time-dependent behavior of the vortex
filament circulation and core size—i.e., the decay processitself. Refer to appendix B for detailsto
the vorticity expression, equation 6, derivation.

The velocity and stream-function relationships used in this paper are subtly different from their
conventional definition. They have been modified to account for quasi-two-dimensional flow. Quasi-
two-dimensional flow has been defined in this paper as allowing localized, nonzero, time-dependent
axia flow (v, #0 at 8 = 0and 6 = 11, whereas v, = 0 for 8 Z ntwheren =0,1,2,...) along the shear
layer boundary. The velocity and stream function definitions have been modified such that now

Vg = +0(qJ + qJ*)/ar and v, = —(]/r)(an/ae). The tangential velocity expression has picked up an
additional stream function term, Y+, as compared to its conventional definition.

The consequence of this quasi-two-dimensional flow revision to the stream function and velocity
definition, when applied to the vortex/shear layer interaction problem, is that a constant radial flow
into the vortex center is predicted, as well as an asymmetric tangential velocity distribution (see
egs. 7-8). The tangential velocity asymmetry can be seen in figure 4. The velocity profile shown
in figure 4 is along the slipstream boundary (6 = Oand 8 = 1). Therefore, the asymmetry shown in
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Radial Coordinate, r/rc

Figure 4. Decay of vortices on arotor slipstream boundary.

figure 4 is distinct from the asymmetry encountered/expected when crossing the slipstream boundary
(i.e,, 8 =102 0r 3172).

Vg = _%Vi sgn(6 - T)sin® +4inf(t)§al+ son(r - rc)] +m[1+ son(rc ~ r)]é -

+k%—nlnt[ﬁlT
U

v, = %vi sgn(6 - 1) cost — k (8)
Derivation of radial and tangential velocity analytical expressions follow directly from the derived
stream function, equations 5a—b.

Radial flow and vorticity entrainment into the vortex core causes the vortex circulation to be time

dependent. Vortex circulation is found to be a decreasing function of time and wake age. Refer to
equations 9a-b and figure 5.
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Circulation = yf(t) (9a)

where
(orér k0 O 2rérkd , 4
f(t) = Cot)+A- gt (9b)
(t) 3y Eg() El 3y Eg()
1 N Core Radius
~ -, Circulation
9(0), f(9) N N .
. N
0 -
time, t

Figure 5. Vortex circulation and core size as afunction of time (egs. 9 and 10).

y and rc are theinitial values, respectively, of vortex circulation and vortex core radius. The function
g(t) isdefined in equation 10b. The function f(t) encompasses the time dependency of vortex circula-
tion. The function g(t) reflects the time dependency of the vortex core size. Refer to appendix B

for the details of the derivation of the above analytical expression for the vortex circulation decay.
The rate of decay of circulation can be seen to be directly proportional to rotor inflow velocity.
Identification of a potential flow mechanism that resultsin decreasing circulation is quite surprising.

Even more surprising is the analytical result for the time dependence of the vortex core size. Core
sizeis also found to decrease with time and wake age. Refer to equations 10a—b and figure 5.

Core Radius = rcg(t) (10a)
where
vi(t) + T2krg(t) = Tkrg +y — (Zvi k+ T[Zkz)t (10b)

rcistheinitial value for the vortex core radius; equation 5b provides the value of the constant, k.
Equations 9b and 10b are a nonlinear, simultaneous set of equations that are iteratively solved for

f(t) and g(t) for each time, t. Refer to appendix B for the details of the derivation of the solution of
the vortex circulation and core size time dependent behavior.

11



The prediction of vortex core size contraction is contrary to conventional thinking, which is based in
large part upon observations made from rotary-wing flow visualization studies. This discrepancy
will be discussed further later in this paper. But a key consideration in interpretation of rotor wake
flow visualization results is the assumption of the relative magnitude of axia flow, v, along the
vortex filament length.

Work from this paper (egs. 11a-b) predicts large vortex filament axial velocities along the shear
layer boundary.

v, = g"kd(@-nmt/r for  t<<Ay,,/Q (11a)
V, - AeSIN(B-1)rsin@ for to o (11b)
where
A= —Zﬁ /In(v2 + v2) - 2In(v) (11c)
vy VT

Refer to appendix C for details of the axial flow solutions. Equation 11a describes a“line-sink.” A
portion of the mass flow crossing the dlipstream boundary is redirected and convected axially along
the shear layer. Equation 11ais alimiting case for more realistic shear layer models (where shear
layer gradients are steep but not discontinuous), and so equation 11a suggests that axial velocities for
rotor tip vortices are large, but finite, and increase with time. Ultimately, at t — o, the axial velocity
distribution of the asymptotic solution, equation 11b, suggests that a swirl distribution develops at
the dlipstream boundary that counterbal ances the swirl in the rotor slipstream from the blade root
vortex. Through equivalence of kinetic energy (an energy balance between the swirl from the blade-
root vortex versus that of the swirl induced from the trailed tip vortices), the constant A was defined,
equation 11c.

RE-EXAMINATION OF THE ANALYSISASSUMPTIONSIN LIGHT
OF THE DERIVED SOLUTION

It might be supposed that reliance on an inviscid analysis could result in invalid conclusions asto
vortex filament circulation and core size time-dependent behavior. A first-order examination of the
relative contraction and expansion rates of inviscid versus viscous effects will show that the inviscid
vortex/shear layer interaction dominates the fluid dynamics of rotor vortex filaments. Examining
more closaly this assertion, i.e.,

12
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ot Inviscid Vortex/Shear Layer Interaction ot Viscous Trailed Vortex Decay
For t >> 0, the predicted inviscid vortex core contraction rate will be compared to the viscous
diffusion rate of a Lamb-Oseen laminar trailed vortex (ref. 11). Or
ore . —%3‘2 , 1@& (12b)
ot Inviscid Vortex/Shear Layer Interaction 4
re =112 ﬁ (12¢)
ot Viscous Trailed Vortex Decay Vit

Using typical valuesfor vj and v for equations 12a—, the inviscid contraction rate is estimated as
being a couple of orders of magnitude greater than the laminar vortex core expansion rate. For
example, for Ay > 2 degrees (t >> 0), the laminar expansion rate is less than 0.1 foot per second.
But, for a hovering rotor, for 0.01 < Ct < 0.015, whichistypical of 1G thrust loaded rotors, the
predicted inviscid contraction rate is 50 to 60 feet per second. Some authors have suggested that the
contribution of turbulent viscosity to atrailed vortex diffusion rate may be as much as an order of
magnitude greater than the laminar estimate (see ref. 3). Nonetheless, if this supposition was proven
correct for rotor trailed vortices, the inviscid vortex/shear layer interaction contraction rate is still
greater than thisinflated viscous diffusion rate estimate. Therefore, the inviscid flow assumption
employed in the beginning of this paper appears to be, ultimately, justifiable.

Another assumption employed in this paper’ s analysis that bears further scrutiny is that the radial
pressure gradient is dominated by quasi-steady vortical flow. That is, it has been assumed that

=== (13)

The static pressure can be separated into two components. a quasi-steady pressure component that
is dominated by the vortex flow and an unsteady, non-vortex-driven pressure component from the
vortex/shear layer interaction. That is: P = Pggy + Puny. The implication of this observation is that
the above assumption (eg. 13) is equivalent to the assertion represented by equations 14a— (for

0 # 0 # 1t where the pressure gradient contribution to the surface forces has been encapsulated in
the impulsive shear forces, 1(d(0) + &0 — 1)), which have been explicitly separated out):

9Pasv| .. [0Punv |
| or | | or

(149

13
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Therefore, if equation 13 is true then, given equations 14a—, the inequality constraint can be
re-written as

o aqu
— 158
ol a0 (154)
Or, making substitutions from equation 5a-b,
A +kEb 2T %»o (15b)
21 r U m

Using typical valuesfor f(t), k, r¢, and y, the left hand side of the equation 15b inequality isfound to
be quite large—one to two orders of magnitude greater than unity. Using the reference 2 values for
f(t), k, rc, and y, theratio r/rc has to be greater than the value of 4.2 before the magnitude of the left
hand side of the inequality drops below unity. The stream function isvalid to only ro/rc = 4.3. The
flow assumption represented by equation 13 thus appears valid.

Besides viscous flow effects, the distributed vorticity of real rotor vortices versus the concentrated
vorticity in the core of a Rankine vortex and the interactional influence of multiple rotor tip vortices
on each other will each tend to counterbal ance the predicted core collapse. Additionally, the
influence of rotor slipstream acceleration on the vortex circulation and core size time dependent
behavior needs to be assessed in further work.

IMPLICATIONS OF THE VORTEX/SHEAR LAYER INTERACTION SOLUTION
WITH RESPECT TO OBSERVATIONSMADE IN THE LITERATURE

The predicted flow characteristics from this paper’ s work provide insight into several puzzling and
conflicting observations made in the literature regarding rotor wake behavior. Using the analytical
results from this paper, many of the these observations can at least be partially reconciled with each
other.

As noted earlier, akey empirical observation for rotor wakes, as reported innumerable times in the
literature, is that the rotor far wake loses, after three to five blade passages, its well-defined vortex

14



filament structure. Previously, the decay mechanism for the far-wake trailed vortex filaments has
been assumed to be due to viscous diffusion of the filament vorticity. This paper has promoted an
alternate hypothesis and intepretation of the filament decay mechanism and, further, has derived a
solution for thisinviscid vortex/shear layer interaction that predicts vortex circulation and core size
to decease with time/wake age.

But, as noted earlier, the prediction of vortex core size contraction is contrary to conventional
thinking. Most experimental studies reported in the literature on rotor wakes and vortex core size
measurements have relied on smoke or particle flow visualization or, aternatively, velocity
measurements near the rotor disk plane. The vortex core has been equated, or assumed directly
proportional, to observed “ particle voids’ in vortex filaments for seeded rotor wakes. And, indeed,
these vortex filament particle voids, for rotor wakes, do grow in size with time/wake age. However,
the author asserts that smoke flow visualization is an invalid measure of vortex core size.

The fascinating flow visualization photographs of reference 12 are the clearest illustration that the
smoke particle void is not the same as the vortex core. In the reference 12 photographs, smoke flow
visualization results (i.e., the particle void) are observed simultaneously with fortuitous images of
the vortex core as seen by means of condensation. In many cases, the smoke particle void is much
greater in size than the vortex core.

Smoke flow visualization results are an invalid measure of vortex core size because of the influence
of large axia velocities, vz, existing along the vortex filament length that sweep regions greater than
the vortex core clear of smoke particles. There is considerable analytical and experimental work that
confirms the existence of large axial velocities along atrailed vortex filament length. The prediction
of nonzero axial velocity along the vortex filament length, as derived in this paper, qualitatively
agrees with helium bubble flow visualization observations recounted in references 1 and 13. Finally,
the rotor swirl at the dlipstream boundary that isimplicit in the asymptotic axial velocity solution,
equation 11b, matches qualitatively rotor wake swirl measurements noted in reference 10. Refer to
figure 6.

Rotor Swirl
Velocity,
Nondim. by Ideal
hover Inflow

0 0.5 1 15

Nondimensional Blade
Radial Station

Figure 6. Swirl distribution of the rotor far wake, accounting for the asymptotic filament axial flow
resulting from the inviscid vortex/shear layer interaction.
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On the basis of both measurements and predictions, axial velocities are clearly of a magnitude to
invalidate the assumption that the particle void at the center of avortex is representative of the
vortex core radius. The particle void as seen in smoke visualization Work should asymptotically
approach the value of ro(0)—where ry(t) = / 21k and so ,(0) =y / 21k —rather than reg(t).
This hypothesis can be tested in future studl es by comparing predlcted ro(0) valuesto particle void
trends. (Reference 13 is one of few studiesin the literature to provide quantitative data of the particle
void size trends with wake age. Unfortunately, reference 13 did not examine large enough wake ages
for an asymptotic limit to be observed.) If the above hypothesisistrue, i.e., the particle void is
proportional to the ro(0), the asymptotic wake age limit for particle void size will be dependent upon
tip speed and blade count for hovering rotors.

The apparent discrepanciesin vortex core size trends between the work of A. Wadcock (Measure-
ment of Vortex Strength and Core Diameter for aModel Tiltrotor, a soon to be published NASA
CR) and the shadowgraph results of reference 2 can be commented on in light of the predictions
of this paper. The study by Wadcock made hot-wire anemometry measurements of vg and was,
therefore, able to directly estimate core size. The shadowgraph results of the reference 2, on the
other hand, would tend to be biased towards a measure of the resultant velocity vector, i.e.,

N v% + v% + v? , and not just vg. Interestingly enough, smoke flow visualization and shadowgraph
test results will both be adversely impacted as a measure of vortex core size by not being able to
account for non-negligible axia velocities, vz, along the filament lengths.

The majority of research into rotor vortex circulation and core size trends with wake age have relied
upon small-scale, low thrust, and low tip speed rotors. Also, one-bladed rotors have often been tested
to keep the wake geometry as simple as possible. See references 3 and 13, for example. Thereisa
critical scaling issue, though, in the use of small-scale, low tip-speed rotors and one-bladed rotors for
studying vortex decay mechanisms and generalizing the results to rotors more representative of
flight hardware (refer to eg. 16).

O + 800 0, (pre +16 s
M CET VO BTV oo

where Ay, is the net amount of wake age required for decay of rotary-wing vortex filaments. Refer
to appendix B for details of the derivation of equation 16. The derivation of this wake age expression
for vortex decay follows directly from the nonlinear expressions for the vortex core size and
circulation, equations 9a—b and 10a-b.

Examining equation 16 closely, the equation suggests that one-bladed rotor test results can
potentially provide misleading insights into vortex circulation and core size trends. The vortex
filament decay of the rotor studied by A. Wadcock (Measurement of Vortex Strength and Core
Diameter for aModel Tiltrotor, a soon to be published NASA CR)—a small-scale rotor but with
typical blade count and tip speeds for full-scale rotorcraft—is predicted to occur over roughly
Ay, = 60-80 degrees. The reference 3 rotor (low tip speed and a single rotor blade) theoretically
takes five times longer to decay out, i.e., Ay = 300400 degrees. Reference 3 identified a gradual
decrease in circulation with wake ages in the far wake region; mixed results were seen for the core
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size trend—though the authors ultimately concluded that there was overall growth in core size with
time. Because of the intrinsically lower vortex decay rate for the reference 3 rotor, these results can
not be considered conclusive.

Figures 7 and 8 provide a more detailed examination of the relative influence of blade count, thrust
loading, and axial-flight (or climb) advance ratio on the predicted decay rate, which isinversely
proportional to Ay, for the vortex core collapse. Both figures are based on predictions from
equation 16. Figure 7 shows the influence of thrust and axial-flight advance ratio on Ayy,. Both
rotor thrust and axial-flight advance ratio have a profound effect on the decay rate of trailed vortex
filaments. Increasing axial-flight (or climb) advance ratio decreases the decay rate. An interesting
interpretation of figure 7 isthat as the axial-flight advance ratio asymptotically approaches infinity
the rotary-wing vortex filaments will appear and behave ailmost like fixed-wing trailed vortices. At
high axial-flight advance ratios the inviscid vortex/shear layer interaction becomes negligible and
viscous diffusion will dominate the vortex decay process just asit does for fixed-wing trailed
vortices. Figure 8 shows the influence of blade count and thrust for hovering rotors on Ay. In
hover, rotor thrust has little impact on vortex decay rate, but increasing blade count and tip speed
substantial increases the decay rate.

An interesting question is what happens to the vortex core size and circulatjon trends if the vortex
tangential flow is counter to the slipstream flow, i.e., (Owgipstream me/()r)/(anVOrtex jor) <0.
This type of vortex/shear layer interaction is now representative not of the flow field of arotor wake
but isinstead applicable to bluff body/shed vortex flow. It is asserted that equations 5-11 will also
hold for bluff body/shed vortex flow—if the analysisisimplemented with a change in sign of vortex
circulation and the constant k (but not the value of the constant).

1500 I . I
CT=0.015

1000 CT=0.005
AP

500

Figure 7. Vortex decay rate as afunction of thrust and axial flow advance ratio (three bladed rotor).
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Figure 8. Vortex decay rate as a function of thrust and blade count for a hovering rotor.

To test this assertion, the results of this revised implementation of equations 5-11 will be qualita-
tively compared to the results of a computational fluid dynamics (CFD) treatment of the bluff body
vortex/shear layer problem. Reference 14 is one of the few analytical or computational treatments
of the vortex/shear layer problem. In the particular case of reference 14, avortex embedded in a
viscous, constant shear flow gradient was studied with an unsteady, Navier-Stokes CFD code. Given
the reference 14 definition of the vortex/shear layer Reynolds number, the discontinuous, inviscid
shear layer studied in this paper would yield Re — . A qualitative comparison can be made
between this paper’ s analysis and the reference 14 results by studying the reference 14 high
Reynolds number cases (Re > 1000). In both cases, vortex circulation increases rapidly in strength
with time. No predictions were made in reference 14 for core size trends; equations 5-11, however,
predict aslow growth of core size with time.

Despite thisinitial attempt to reconcile the experimental work of the past with the results of

this paper, additional experimental investigations are necessary to corroborate and extend the
analytical work described in this paper. Work in this area, concentrating on nonintrusive flow
measurements that survey alarge range of wake ages, is critical to understanding vortex filament
decay mechanisms for rotors. Acquiring test data for more realistic rotor modelsis also crucial.

CONCLUSION

Many rotary-wing analyses rely upon the assumption of constant vortex circulation and core sizein
their formulation. However, an analytical treatment of vortex/shear layer interaction suggests that
there is a substantial time (or wake age) dependence of vortex circulation and core size. Both are
shown to decrease with time. The results of this paper will, hopefully, promote new insights into
rotor wake flow behavior.
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APPENDIX A —STREAM FUNCTION

Derivation of the Governing Equation

Beginning with the three-dimensional, incompressible r-momentum Navier-Stokes equation for a
vortex embedded in a shear layer (cylindrical coordinates, with the origin centered on the vortex
filament axis, and z as the coordinate along the vortex filament axis; the shear layer boundary
assumed to be locally straight and aligned along 6 = 0,11):

ov, OV, , Vg OV, ov, v%_ 2 Vi 2 dvg
+ +-9 + -VY=-F+ E] -2 Alg
ot Tor roe 2oz L e@ (Ald)
10P 10
F=-=—+¢q, +=—{1{8(0) + (6 -1t Alb
Sar O par{[() (6-m]} (A1b)

An impulsive force term has been incorporated into the r-momentum Navier-Stokes equation,
equations Ala—h, asa“driving” force that results from vortex flow crossing the dlipstream
boundary. 1(&(0) + &(0 — 1)) is an impulsive force function where d(8) and &0 — 1) are Dirac
functions (e.g., ref. 15). (In short, §(x —x,) = 0 for x # X, and 3(x = X,) = e for x = X,; finally,

o 6(x - xo)dx =1.) Theimpulsive force accounts for the net radial momentum change that occurs
as vortex-driven flow crosses a prescribed, time-invariant, and discontinuous shear layer. (A “free’
shear layer, on the other hand, would not remain discontinuous for large periods of time under the
influence of viscosity (seeref. 6).) Refer to figures 2a—c. An expression for the vortex/shear layer
impulsive force function, [(d(8) + &(8 — 1)), will be defined later in this appendix.

It is assumed that the decay of avortex filament embedded in a shear layer is primarily a potential
flow phenomenon. Additionally, the flow is assumed quasi-two-dimensional such that

—=—2=0 for al 6

but

%: for 6#nmt where n=0,12,...
Z

vy 0V, 3t _ 10V,

z0 for 6=nmt where n=0,12,...
0z 0t 0z v, ot

Continuity would suggest for this quasi-two-dimensional flow that

aV—eﬂé(e—nrr) for ©=nm
00
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Therefore, invoking the inviscid, quasi-two-dimensional flow assumptions reduces equations Ala—b
to

2
%_'_Vr%_FVGGVr —V_e:F (A2)
ot or r 06 r

Finally, it is assumed that, for vortex dominated flows, the following approximation can be made:

The aboveisonly strictly true for steady vortex flow fields and, therefore, inherent in this
approximation is the assumption that the vortex core contraction/expansion rate is small in
magnitude. Proceeding with this approximation

ov, oV, . Vg 0V,
¥ + YoV 19 1yr56) + 56 - A3
o "o r o8 par{ [& i (A3)

Integration of equation A3 with respect to the angular coordinate, 6, transforms the impulsive force
to an incremental momentum change across the slipstream boundary (seeref. 15). Thisintegral
operation against equation A3 is performed, drawing upon an analogy from applied mechanics as to
the mathematical treatment of impulsive forces in classic dynamic system analysis. Integration of an
impulsive function over the complete domain of the function’sindependent variable yields afinite,
net momentum change. In classic dynamic problems, the impulse function independent variableis
time and the function integrated across zero to infinity yields the dynamic system’s net momentum
change. In the case of avortex interaction with the slipstream shear layer, the impulse function’s
independent variable is 6 and so integrating from 0 < 6 < 2mtyields the total net momentum change
for aunit volume of vortical flow asit crosses the slipstream boundary twice in one revolution.

R L O N

Or, making the substitution for the incremental momentum change, i.e.,

10 ov
=1 [1[5(6) +3(6 - )] d6} = —2v; —2
ar{I } o lg=0 1t
yields
R4 ] 2m
9 v, de +IH/r%+V—9%Ede:—2v, Ve (A5)
ot 5 % oOoor o 00 or lp=0,1t
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where the term dvg /6r|9_ denotes the derivative of the tangentia velocity with respect to the
radia coordinate as eval uated at either 8 = 0 or 11, as the derivatives at these two polar coordinates
are equal in magnitude and sign. Therefore, in interpreting equation A5, it should be noted that as a
unit volume of vortical flow crosses the slipstream boundary the flow sees an impulsive step in
radial velocity of vj, towards the core center.

Solution for a Rankine Vortex

In order to proceed with the analysisit is now necessary to assume a general expression for the
stream function that is based, in part, on unknown functions that will later be solved for. It is
assumed that there are three major components to the stream function for the flow region defined by
0 # n1t, where n =0,1,2,.... A separate stream function term, y«, will defined later for 6 = nrtto
completely describe the quasi-two-dimensional flow regime. Letting

W = Wuniform Slipstream Flowfield + W Rankine Vortex Flowfield T WVortex/Shear Layer Interaction

where
1 .
Wuniform Slipstream Flowfield = _EVi sgn(6 - m)rsin®

Note that if the above expression is transformed from polar coordinates to Cartesian coordinates, and
the appropriate partia derivatives are taken to define the flowfield velocities (vx and vy versus vy
and vg), it can be shown, as expected, that

_ OWyniform Slipstream Flowfield _ Vi /25 y<0
i oy —v;j28  ¥>0

Ve = — aLUUniform Slipstream Flowfield -0
y X

where, for t = 0, by definition, the unknown functions have the value g(0) = f(0) = 1. Therefore, for
t = 0, the above expression reverts to the stream function—and correspondingly the velocities (v,
and vg)—of the classic analytical expressions for a Rankine vortex, i.e.,
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Vg = ar 0., fort= 0
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V, = _1— Oy Rankine Vortex Flowfield =0
r

r 00
and, finally,
Wy ortex/Shear Layer Interaction = h(t)a(r)x(6)

which is comprised of the product of three unknown (but assumed separable) spatial and time-
dependent functions.

Therefore, in summary, it is assumed that the stream function can be given by the expression

O g
P = —%vlsgn(e nrsme+ T[ %n [1+sgn(r—rc)]+%§m5[1+sgn(rc—r)]5

(A6)
+h(t)a(r)x(6)
where
Circulation = yf (t) (A7a)
Core Radius = rg(t) (ATh)

Equations A6 and A7a-b represent the superposition of a shear layer and a Rankine vortex (modified
to incorporate time dependent functions for circulation and core radius) and the addition of avortex/
shear layer interaction term. See reference 16, for example, for additional discussion asto Rankine
vortices. A Rankine vortex was selected to model this problem as it is afinite-core vortex model that
inherently satisfies the steady-state potential flow equation. It is recognized that a Rankine vortex
has substantial limitations as to its accuracy in modeling the velocity distributions of rotor trailed
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tip vortices. Yet, for the purposes of this paper, which emphasizes deducing the first-order, time-
dependent behavior of vortex core size and circulation, this should not pose a concern.

To accommodate the assumption of quasi-two-dimensional flow, the definition of velocity terms
with respect to the stream function will be subtly modified:

10 0
v, = _?a_qu but vg= E(QJ + s ) (A8a)
where
b+ = g(t)d(r)p(8) (A8D)
_ (BT
p(6) = bint O 0 (A8c)

Note that p(B) is avariation on the step (“Heaviside”) function—except that the step is progressive
with each crossing of the slipstream/shear layer boundary. p(0) is a generalized function just as the
step, signum, and the Dirac (“delta’) functions are (ref. 17). In accordance with the definition/
assumption of quasi-two-dimensional flow, it can be seen that dvg/06]y_ _ 019(p(6))/06 where, as
earlier hypothesized, 8(p(6))/06 O &(6 — nm). The coefficient b in equation A8c is a constant.

Therefore, the velocity functions that satisfy equation A6 must have the form:

(x(8)) (A9a)

Vp = %Vi sgn(6 — ) cos6 - % h(t)a(r)%

Vg = _%Vi Sgn(e — T[)Sine +%Tf(t)§al+ Sgn(r - rC)] +m[1+sgn(rc ) r)]é (A9b)

+h{x(0) 5 (a(r) +(0p(6)

(6(r))
where sgn(x) is the signum function, and sgn(x) =—1 for x <0, sgn(x) = 0 for x =0, and
sgn(x) = +1for x> 0.

The signum and integer functions can be expressed in terms of unit step or Heaviside functions.
Dirac (delta) functions, d(x), have already been employed in the derivation of the governing equa-
tion, equation A5; Dirac functions will also manifest themselvesin the evaluation of equation A5.
The step and Dirac (delta) functions are “generalized” functions (seeref. 17). Formulas for integral
and differential operations applied to generalized functions are well established.
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The identification of analytical expressions for f(t), g(t), h(t), a(r), x(8), €(t), and ¢(r) that satisfy
equation A5 (shown immediately below, once again, for convenience) is the principal undertaking of
this paper.

Substitution of equations A9a-b (the assumed functions for the radial and tangential velocities) into
equation A5 yields the following results for the integro-differential termsin equation A5:

[Pm O n
ggfvrd(a% 5 %’ B Vi sgn(6 - n)cose—_h() ()%(X(B))éie%
I d (A10a)
=900 8 () (@)2"

ZJ(; @/ %Epl _ —j:%\/i sgn(6 - 1) cos® ‘%h(t)a(r) dde % o %@* Eple
) _%V h(t %gj’ ))sgn(6 - T coseDde (AL0D)
10 ELQZJ
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%{f(t)%}zgh son(r - rg)| + @[ﬂ sgn(re - f)]ﬁvi sgn(6 - 1) cos6 - % h(t)a(r)d%(x(e))al

_%2;1 g_%Vi gn(6-)snd + h(t)x(e)%(a(r)) + s(t)p(e)%(d)(r)) %Vi sgn(8 - n)s'neﬁde
21
+% [ E—%vi sgn(6 - m)sin@ + h(t)x(e)i(a(r)) + E(t)p(e)%@)(f))%w %(39”(9 B "))Cose@de
{)" Ly, on(o-mhsine - hx(6) S a(?) +e(t)p(@)%(d»(r))%%h(t)a(r %(X@)E“e
(A10c)
ov 1 1 .
SR TR —
) . (A10d)
B0 L )t G000

Flow visualization of rotor wakes—showing the interaction of the tip vortices with the slipstream—
reveals spira-like flow patterns (e.g., refs. 9 and 10). Thisleads to the insight that the vortex/
dlipstream interaction term in the stream function could perhaps be approximately represented by
the simple analytic expression for aspiral, Yy ortex/shear Layer Interaction | 6.

Proceeding with this insight/hypothesis, it will be shown that equation A5 (for r > r.g(t)) can be
satisfied if the following functional formsfor a(r), x(8), and ¢(r) are employed:

a(r)=ar (Alla)

X(6) =@ (A11b)
And, further, assume that

o(r)=a(r)=a (Allc)

g(t) = h(t) (Alld)
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The assumptions explicit in equations A11c—d can be rationalized on the basis of functional analysis.
Substituting the assumed functions, equations Alla—d, into equation A10a—d, for a(r), X(0), (1),
and ¢(r), yields:

[P O

%%J’vr dGE: —Zma%(h(t)) (Al12q)
0

2n v, B

{ @br?@de =0 (A12b)
9

[ BB Bio= 100 B s -]+ ol

%visgn(e—n)sineﬁde

d —(sgn(e -t coseﬁde

_ %1“ %%Vi sgn(6 — m)sin® + ah(t)(c + p(6))

+% J’ %%Vi sgn(8 - m)sin® + ah(t)(c + p(6))
0

de
(Al12c)
il :lf(t)§%g1+sgn(r - rc)] +%[1+ sgn(re — r)]D (A12d)
or lg=o,u 4T r rEg(t) E
Equations A12a—d can be further reduced by noting the following identities (ref. 17):
" 9 (sgn(6 - ) = 25(6 - ) (A134)
j_oooo F(x)0(X = Xo)dx = f(xo) (A13b)

Thisisthe well-known “sampling property” of the Dirac (delta) function. f(x) isany continuous
function.

(00]

[, TOu(x =x0)3(x = xo)x = [ .

f(x)kd(X = Xo)dx = Kf (Xo) (A13c)

Where u(x — Xo), as used in the above equation, is the unit step function, f(x) isany continuous
function, and k isa constant (where 0 < k <1). Various authors assign several different valuesto k
but the value used by the majority, and adopted in this paper, is k =1/2.
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21

J’sgn(e - T)sin6dd = -4
0

21 2n

sgn(6 - m)sin6]*de = [sin?6de = Tt
| |
0 0

21

J’sgn(e - m)0sinbdd = —4m
0

21 P+
[Int5— n(6 - 1)sin6dd = -6
Tt
0
Applying equations A13a—g to equations A12a-d gives

g1 U d
a%‘[vr de%: —Zmaa(h(t))
0

21 avr 0o
J ey o=
0
2m
:Ne avr [l _ i 1 O
—Lrde =+11f(t) 1+ o)+ 1+ c-
g %T 00 %7@ sgn(r { )] 2 (t)Z[ sgn(r r)]g
%D—'g +(th+2b)ahT(t)vI
% U
aa_ree—(),n = %‘[f(t)%rizgl-k sgn(r - rc)] + —rcz g]&t)z [1+3gn(rC - r)]g

The constant b, in the function p(6), can be determined by taking into account symmetry
considerations for the vortex interaction, i.e.,

V9|9:T[+ = V9|e:0+

which gives (making the appropriate substitutions from eg. A9ainto eq. A15)

b=-mcC

(A13d)

(A13e)

(A13f)

(A13g)

(A14a)

(A14b)

(Aldc)

(A14d)

(A15)

(A16)
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Substituting the integro-differential terms of equations Al4a—d back into equation A5 gives

-2me 3 (n() + Tv? - i) = —g—%%[n son(re 1) (A17)

Equation A17 can only hold true for r > r.g(t). Therefore,

d TIaCV;

m 2
-2mac—(h(t)) + —v{ - h(t)=0 A18
£ (h(©) +vP ===Eh() (A18)
Equation A18 then requires that
d
—(h(t))=0
or, more specificaly,
V.
h(t) = — A19
(=" (A19)

Equation A19 will only be valid until such time as the vortex completely decays out. Once the
vortex decays out then h(t) = 0.

To recap, the stream function that satisfies the r-momentum equation for a Rankine vortex embedded
on a slipstream shear layer has been found to be (for r = r.g(t))

_ 1 : % 10 r E? H
W= —Evisgn(e - T)rsin® + Ef(t)gn(r)[l+ son(r - rc)] + 25000 [1+ son(re - r)]5+ kr®

(A20a)

where k, a constant, is given by

Vi
K= . (A20b)
and
__ B +nQ

Y. = T[krlntDTD (A20c)
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The positive sign of the constant, k, is consistent with the inward (towards the vortex core) radial
velocity that the impulsive force imparts across the shear layer. Given equations A9a—h, A16, and
A20a-b, the velocities vg and v, are therefore

Vv, = %vi sgn(6 - 1) cosB — k (A213)

U
Vg = —%vi sgn(6 - m)sin® + %{f(t)§51+ son(r - rc)] t g gr(t)z [1+ son(re - r)]g
C
(A21b)
+ k% Td ntEﬁ i n%

Unfortunately, a solution for the stream function for the flow in the vortex core does not suggest
itself at thistime. This limitation in the analytical treatment of the vortex/dlipstream problem does
not adversely impact the evaluation of the vortex core size and circulation time dependence, as can
be seen in appendix B.

Finally, it should be noted that there is an outer radial limit, ro, for which the derived stream function
applies. Beyond this limit there is no longer any mass transfer (via nonzero vortex tangential
velocities) across the shear layer. This outer limit can be derived by noting that

Ve|9=0 = V9|e=n =0 a r=ry
which, given equation A21b, yields
%T% -k =0
Therefore
= mf( ) (A22)

In conclusion, equations A20-A21, inclusive, are valid for the region defined by the radial limits

reg(t)<r< T\[/2 f(t)
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APPENDIX B -VORTEX CORE SIZE AND CIRCULATION TIME DEPENDENCE

Next, this paper will concentrate on deriving expressions for f(t) and g(t) for the stream function for
r=re. It is possible to deduce the functional dependence of the vortex core size with time by noting
the following relation.

%r_r - EB%TJ 0 aL:J (B13
ort .,
where
D= [ (w+w:)de (B1b)
or, making the appropriate substitutions,
O or D2

Y
U —Ef(t)mg — Tkr

Refer to appendix A for the definitions of | and «. The expression for ) requires that
equation Blareduce to

9 O f(t) _2rrck Do
5 54 a0y ggtg(t)

Or, dternatively, using the chain rule for derivatives,

df _ 00, 2rfrek _
dg tod v

0 (B2)

The above is ahomogeneous, linear ordinary differential equation which has the solution

0= 2 e 0+ - 2T ©3

Theinitia value condition (g(0) = f(0) = 1) has been accounted for in equation B3.
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To arrive at final closure for the functions f(t) and g(t), it is necessary to evaluate the vorticity
conservation equation (ref. 18).

%(dev) = ~[(@m)uds+ [(nxF)ds (B4a)

where
w=-0%Y (B4b)
and

5 az+1a+1 02

0 ==
ol ror r29e?

Note that 0%(y + i+ ) and not 2y is used to defined the vorticity, but dy/08 is used to define
the vorticity convection velocity into the vortex control volume instead of a(q; + P ) /66. Refer to
appendix A, equations A20a-c, for the derivation of and expressions for Y and i=. The vorticity
conservation equation, for a control volume about the vortex core, is reducible to (noting that there
are no normal surface forces at the vortex core boundary):

0 gn E DNJ
agl ey + ‘“*)fdfdeﬂ I g(t)@lz(w + w*)der:r (B5)

The vorticity convection into the vortex core, due to the shear-layer-induced radial flow, hasto take
into account the vortex core contraction/expansion rate. The vortex core contraction/expansion rate

expression is rC%g(t) and has been included in equation B5.
Given equations A20a—c and A21a-b, the vorticity can be defined by noting that

2(p+ys) _-kEe mt —%6’(@—11)—"—ri{za(e—n)cose+5'(e—n)sine}

for r=reo(t) (B6)

In the above nomenclature &'(x) = d(8(x)),/dx. Making the substitution of equation B6 into B5 and
noting the following three points: (1) the control volume boundary is a function of time; (2) only the
vorticity generated by the vortex/shear layer interaction for r > r.g(t) is convected into the control

q(t)

2mn
volume; and (3) J’ I(;C Dzwrdrde = yf(t) for the vorticity contained in the vortex core. Therefore
0
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kJ’Eb T[IntD - D 6(O—T[)%Evisgn(e—n)cose+k+rcag(t)gd9

(B7)
21
Vi [ {[25(6 - m)cosB +&'(8 - sme]}ﬁ visgn(6 — ) cosB + K +r; :t g(t)ﬁde
0
The following integral relations are applicable in evaluating equation B7
I_oooo f(x)8'(x = %o )dx = ='(X,) (B8a)
I:o f(x)u(x = x0)8'(x = X0 )dx = I_oooo f(x)kd'(x =X )dx = =kf'(x) (B8b)

where u(x — Xo), as used in the above equation, is the unit step function; f'(x) isthe derivative of a
continuous function, f(x), whichin itself isalso continuous; and k is a constant (where k is arbitrary
invalue).

Therefore, application of equations B8a—b to equation B7 resultsin afirst-order, linear differential
equation with the two unknown functions, f(t) and g(t)

d
v 0 Vi + n2rC q(t) ck + k% =0 (B9)
Integrating equation B9 with respect to time yields
V(1) + kecg(t) = kg +y - (2vik + 2k2 e (B10)

Aninitial value constraint of g(0) = f(0) = 1 has been accounted for in equation B10 by solving for
the integration constant. The above equation is a nonlinear implicit solution for the vortex core size.
The vortex core radius can readily be seen to decrease with time by noting an approximation for g(t)
at very large units of time when f(t) and, therefore, the circulation approaches zero.

y  [vik+mk?0
Bll
on=1 T[2|(I’C E n2er (B113)
as
kT, +y
t, ——¢ 1 Bllb
2vik + 1%k (B11b)

32



The interdependence of the initial value of circulation and the slipstream inflow velocity for rotor
wakes can found by simple momentum/vortex theory for rotors. The trailed circulation for atip
vortex filament shed in rotor axia flow can be found by the expression (seeref. 8):
_41Rv
NVt

(U+v) (B12)

where N is the number of blades and VT isthe rotor tip speed. The mean inflow at the rotor disk, v,
IS

50 " =T y2 (B13)

vV=-— 2+\/DUDz Cr

Asthisanalysisis applicable for the mid- to far-wake for rotors (i.e., the flow is steady,
nonaccel erating), then based on simple momentum theory for rotors

v; =2V (B14)

To conclude this discussion an expression for the wake age required to completely collapse the
vortex will be derived. Referring to equation B11b

kT, +y
AP, =Qt=Q——C T B15
w 2vik + T%k? (B15)
Making appropriate substitutions from equations B12, B13, and B14 into equation B15 yields
O +800r o, (pre +16 upg
A t +— B16
YIET VO W BT (B10
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APPENDIX C -VORTEX FILAMENT AXIAL FLOW

Axial Flow Along Slipstream Boundary for t << Ay, /Q

The vortex/shear layer interaction problem has been assumed to be quasi-two-dimensional. This has
been defined to be

aaﬁ:o for 6#nmt where n=0,12,...
z
but

v, _ov, 0t _ 1oy,

=—£ #0 for O=nm
0z 0t 0z v, ot

The continuity equation along the shear layer/dipstream boundary can be rewritten as

i% = _l:avr +ﬁ+}%D

C1
v, Ot dor r raeE ()
which gives
_PPVvr  vr 10ve [
Vz:eI%GT+r+r 90 Edt (C2)

Finally, expressions for vy and vg have been derived in appendix A and are given by equations 9 and
10 in the main body of the paper. Making the appropriate substitutions

VZ - eleé(G—nT[)t/r (CS)

Equation C3 predicts that v, is a constant for r < rg (refer to appendix A, eq. A22, for the
definition/derivation of rg) for all 8—except aong the dipstream boundary, i.e., 6 = nrt. For

0 = ntt, equation C3 describes aline-sink; some of the tangential mass flow crossing the slipstream
boundary is redirected and convected axially along the shear layer. Continuity has, therefore,

been shown to be preserved even at the discontinuous slipstream boundary (if one overcomes the
conceptual hurdle of an infinite axial velocity, acting along an infinitesimal shear layer thickness,
that increases with time). Equation C3 should be seen as a limiting case for more realistic shear layer
models (shear layer gradients that are steep but not discontinuous). Therefore, axial velocities for
actual rotor trailed tip vortices are large but finite, are concentrated at the slipstream boundary as
“swirl,” and increase with time. Equation C3 provides an insight into observations of alarge particle
void seen in smoke flow visualization studies of rotor vortex filamentsin that afinite axial flow is
predicted for the remainder of theregionr < ro.
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Axial Flow Along Slipstream Boundary for t — o

The angular momentum in rotor vortex filaments, as they decay, is transformed to axial
(z coordinate) momentum. Turning to the Navier-Stokes momentum equation for v,

ov, VravZ lv %HIZ%Z 1aP+vD2vz
ot or r ~ 00 0z p 0z

Now, as previously noted, and continuing to assume inviscid flow

Py g V2o 10V
0z 0z v, ot

Therefore

Zavz 1\/ %+Vr%:0
o0 r ~ 00 or

An asymptotic solution will now be derived for time approaching infinity, i.e. t — . This
asymptotic solution is applicable only for r > re.

Note that as the vortex core collapses, then

ov,
ot

f(t) - O
and
k=0 as t- o
Therefore, it can be readily seen that
v, - Ae¥ as tow

where A and b are arbitrary constants. Also, as t — o, then
P - —%visgn(e -m)rsin® (asthe vortex core collapses)
Therefore, the axial velocity distribution must approach

b .
v, - AeEvisgn(e—n)rsn 0

(C4)

(C5)

(C6)
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for

t > o0

The constants in the asymptotic expression, equation C6, can be approximately determined as
follows. First, the constant b can be arbitrarily selected (for reasons that will become clear shortly) to
be b = 2/vj. Having made that selection, then, avalue for the constant A can be evaluated by noting
that the kinetic energy of the rotor blade root vortex should be counterbalanced by the kinetic energy
of the asymptotic filament axial velocities (equivalent to swirl velocity in rotor wake global
coordinates versus the filament local coordinates). Therefore

K.E.Blade Root Swirl = K-E-Awmptotic Filament/Slipstream Swirl (C7a)
T RO 22 f

j [ N A rdrd6=2AZDRD f o e Vaydx (C7h)
0 SQr +V° g

The expression for the blade-root swirl velocity, in the left side of equation C7b, isderived in
reference 8 by means of the method of calculus of variation for an extended momentum theory for
rotor induced power and thrust. The kinetic energy equivalence relationship as represented by
equations C7a—b is only approximate as only the blade root swirl within the slipstream boundary is
accounted for. Through the above auspicious choice of the constant b in equation C6, the kinetic
energy integral for the filament asymptotic axial velocity has a closed form solution. Another choice
of the constant b would not have resulted in a closed form solution.

Ignoring higher order terms as being negligible in the integration results, the following solution for
the constant A isderived. (Note VT = QR.)

A= —2\‘;—:/|n(v% +v2)-2in(v) (C8)
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